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SIGN SPACING
Posted Speed| Sign Spacing SYMBOLS
55 164 m (500"
50-45 115 m (350" V /1 Work area D Refer to SIGN SPACING TABLE
<45 60 m (200" for distances.

lllinois Department of Transportation

January 1,

APPROVED 2005

ENGINEER OF OPERATIONS

APPROVED January 1, 1999

16-1-1 Q3Nsst

ENGINEER OF DESIGN AND ENVIRONMENT

oo @ o

Cone, drum or barricade
(not required for moving operafions)

Sign on portable or permanent support

Flagger with traffic control sign

Barricade or drum with flashing light

Type Il barricade with flashing lights

For approved sideroad closures.

Cones at 8 m (25") centers for 75 m
(2507). Addifional cones may be placed
at 15 m (50" centers. When drums or
Type I or Type Il barricades are
used. the interval between devices
may be doubled.
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GENERAL NOTES

This Standard is used where at any-
time, day or night, any vehicle, equip-
ment, workers or thelr acTfivifies
encroach on the pavement requiring
the closure of one traffic lane In an
urban area.

All dimensions are in milimeters (inches)
unless otherwise shown.

URBAN LANE CLOSURE,

2L, 2W, UNDIVIDED

DATE REVISIONS

1-1-05 |Deleted FLAGGER SYMBOL
sign and reposiftioned
flaggers.

1-1-99 |Rev. barr. or drum w/
flashing light sym. & add
Type III barr. sym.

STANDARD 701501-03




